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AMATRON FROSTED LED CIRCLINE BULBS: 16", 12", AND 8" TUBES

LED Circline bulbs retrofit into Circline light
fixtures. They save electricity and last five
times longer. LED will emit clear, non-

flickering beautiful light.

AMATRON LED Circline Retrofit Kits come
with everything needed for a full retrofit of
most existing Circline Fixtures.

ELECTRICIAN MUST CUT CURRENT
AND REMOVE BALLAST FROM
FIXTURE BEFORE INSTALLING

LED CIRCLINE BULBS.

ELECTRICIAN: TO INSTALL

1. Attach AC wires from Power Line to
INLET of each External Power Driver.

2. Attach supplied wires of 4-hole G10q plug
to OUTLET of each External Power Driver.

3. Attach 4-hole G10q plug to 4 pins on
Polycarbonate Lens the AMATRON LED Circline Tubes.

Poly Carbonate Frosted Cover
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Cast Aluminum Heat Sink Y
High Lumen Output LED | '
Aluminum Printed Circuit Board

G10q Fitting With Wires Provided

External UL Recognized Power Driver

White Aluminum Heat Sink
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No ballasts are required or should be used for LED lighting.

LED bulbs are instant On/Off with no flickering.

Tubes are made from aluminum and poly carbonate shatter-proof construction.
Eco-friendly. Contains no mercury or lead.

Easy disposal.

No UV (Ultraviolet) or IR (Infrared) light.

ITEM NO. SIZE WATTS CCT LENS VOLTAGE LUMENS
AMUL-8D12W-Y-F-3K 8" 12W  3000K Frosted 100-277VAC 1250 Im
AMUL-8D12W-Y-F-4K 8" 12W  4100K Frosted 100-277VAC 1300 Im
AMUL-8D12W-Y-F-5K 8" 12W  5000K Frosted 100-277VAC 1300 Im

AMUL-12D20W-Y-F-3K 12"  20W  3000K Frosted 100-277VAC 2000 Im
AMUL-12D20W-Y-F-4K 12"  20W 4100K Frosted 100-277VAC 2150 Im
AMUL-12D20W-Y-F-5K 12"  20W  5000K Frosted 100-277VAC 2150 Im
AMUL-16D24W-Y-F-3K 16"  24W  3000K Frosted 100-277VAC 2400 Im
AMUL-16D24W-Y-F-4K 16"  24W  4100K Frosted 100-277VAC 2500 Im
AMUL-16D24W-Y-F-5K 16"  24W  5000K Frosted 100-277VAC 2500 Im
BEAM ANGLE 120° ~ 160°

CRI >80

FREQUENCY 50/60Hz

OPERATING TEMP 4°F ~ 122°F

WARRANTY 3 YEARS

ETL CLASSIFIED

€.

LISTED!

Intertek
5003054

ENERGY STAR
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